FOOD & BEVERAGE
PROCESSING

High Performance Flooring
Systems for Food & Beverage
Processing Facilities

Arizona Polymer Flooring is a respected name in the concrete surfacing industry, known for its experience,
technology and integrity. We stand by each of our flooring products and concrete coating systems, and
are sincerely focused on building long-term relationships with every client.

ARIZONA POLYMER FLOORING - HIGH PERFORMANCE CONCRETE COATINGS

ABOUT APF

FLOORING FOR FOOD & BEVERAGE PROCESSING FACILITIES

Founded in 1985, Arizona Polymer
Flooring (APF) manufactures highperformance flooring products and
concrete coating systems for contractors, architects and end users nationwide.

Food and beverage processing facilities provide unique and challenging environmental conditions that are critical when considering industrial flooring solutions.
Heavy traffic, constant abrasion and impact as well as exposures to fats, acids,
blood, sugars and chemicals used for sanitation and cleaning, all must be factored
in during the decision making and design process. Our food and beverage flooring
solutions are engineered to function in accordance with USDA, FDA and HACCP
guidelines.
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Using advanced polymer chemistry, we have formulated a wide variety of high-quality products based
on epoxy, polyurethane and acrylic
technology. Every product is field
tested for performance and durability using ASTM methods. APF is an
industry leader in product research
and development, which allows us
to offer the most innovative product
lines available today.

APF offers industrial flooring solutions specifically engineered to address these environmental needs including CastorCrete, our line of urethane modified concrete
mortar systems.
The CastorCrete line of flooring systems are highly durable, thermal shock and
chemical resistant, and are available with an anti-microbial additive that inhibits
bacterial growth. These mortars are zero VOC, eco-friendly, moisture tolerant and
rapid cure to speed installation and diminish downtime. APF also offers a full line of
epoxy mortar and epoxy slurry systems for non-production areas of your facility. Our
flooring systems feature the following benefits:
•
•
•
•
•
•
•

Impact and Chemical Resistant
Thermal Shock Resistant
Abrasion Resistant
Easily Cleaned
Low Odor/Low VOC
Qualifies for LEED projects
Safe Footing
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SEAMLESS WALL COATINGS
APF’s Sani-Wall seamless wall coating systems offer a durable, sanitary and attractive finish for walls
and ceilings in food and beverage
processing and production areas.
Sani-Wall seamless wall coating
systems offer flexible and fiberglass
reinforced options and can include
rounded wall and corner transitions based on the client’s needs.
Our Sani-Wall seamless wall coating systems feature the following
benefits:
•
•
•
•
•
•
•

Seamless Surface
Impact and Chemical Resistant
Abrasion Resistant
Easily Cleaned
Qualifies for LEED projects
UV Stability
Resistant to steam and sanitizer
exposures

CASTORCRETE ®
Sustainable Urethane Modified Concrete

The physical properties inherent in urethane concrete mortars make these systems the industry standard for
food and beverage processing facilities such as meat, fish and poultry plants, dairies and breweries.

URETHANE MORTAR
SYSTEMS FOR FOOD & BEVERAGE PROCESSING FACILITIES
RECOMMENDED CASTORCRETE
SYSTEMS
CASTORCRETE® TG

CASTORCRETE® RT

CASTORCRETE® RT-B

CastorCrete TG is a heavy-duty urethane
concrete in trowel grade that does not
require a topcoat. It’s designed to protect existing concrete or resurface badly
deteriorated concrete. It can withstand
extreme physical exposure including
steam cleaning, heavy traffic and heavy
impact.

CastorCrete RT is a heavy-duty urethane
cement mortar applied with a rake and
trowel. It’s designed to protect existing concrete or resurface moderately
deteriorated concrete. It can withstand
extreme physical exposure including
steam cleaning, heavy traffic and heavy
impact.

CastorCrete TG has outstanding chemical resistance to most solvents, acids,
alkalis, hot oils and animal by-products
while withstanding constant temperature exposures up to 250 degrees F. This
system is typically installed at 1/4 inch
to 1/2 inch thickness. This system is low
odor, contains no VOCs, cures rapidly
and is moisture tolerant.

CastorCrete RT has outstanding chemical resistance to most solvents, acids,
alkalis, hot oils and animal by-products
while withstanding constant temperature exposures up to 250 degrees F. This
system is typically installed at 3/16 inch
to ½ inch thickness.

CastorCrete RT-B is a heavy-duty urethane
cement mortar applied with a rake and
trowel. It’s designed to protect existing
concrete or resurface moderately deteriorated concrete, while also offering options
for a decorative appearance and/or slip
resistance with the use of broadcast quartz
medium. It can withstand extreme physical
exposure including steam cleaning, heavy
traffic and heavy impact.

CastorCrete TG is available also available
in a Fast Cure option.

CastorCrete RT is available also available
in a Fast Cure option.

CastorCrete RT-B has outstanding chemical
resistance to most solvents, acids, alkalis,
hot oils and animal by-products. This system is typically installed at 3/16 inch to 1/4
inch thickness. It can be sealed with a variety of topcoats depending on environmental exposures and desired aesthetics.

COMPLIANCE & PERFORMANCE

CASTORCRETE® SL
CastorCrete SL is a medium-duty, flowable polyurethane mortar installed at
1/8 to 1/4 inch to protect concrete from
physical and chemical abuse. It is very
resistant to impact and abrasion, and is
unaffected by animal fats and most solvents. CastorCrete SL is able to maintain
adhesion when subjected to the thermal
shock of hot water. It can be used at
constant service temperatures up to 200
degrees F.
CastorCrete SL can be purchased with
an anti-microbial additive to inhibit the
growth of bacteria and microorganisms.
CastorCrete SL is a quick-turnaround
flooring solution for businesses that
must minimize downtime. It is usually
installed without a primer or topcoat,
and can be returned to service 12-24
hours after installation. It contains no
VOCs, has very little odor and is made
with natural sustainable raw materials.

CASTORCRETE® SL-B
CastorCrete SL-B incorporates our medium-duty urethane concrete slurry mortar with a broadcast quartz and sealer
topcoat that is customized to meet environmental needs. The broadcast quartz
is available in standard colors or in decorative blends and are sealed with either
a chemical resistant epoxy or polyurethane.
CastorCrete SL-B offers all of the benefits of our urethane concrete mortar systems, and the decorative quartz option
makes it an excellent choice for non-production areas like restrooms, cafeterias,
gowning and office spaces.

CastorCrete™ is a unique line
of urethane-modified concrete
designed for the most demanding
food/beverage processing areas
where a high resistance to impact,
abrasion, chemicals and organic
food acids is required.
CastorCrete™ is formulated with
renewable raw materials and contains no VOCs, making it a viable
option for environmentally friendly
projects. It offers exceptional thermal shock resistance and is available with an anti-microbial additive
to inhibit the growth of bacteria
and microorganisms.
APF’s CastorCrete systems feature
the following attributes:
LOW VOC
LOW ODOR

Low VOC & Low Odor
LEED Compliant
Abrasion Resistant
Chemical Resistant
Thermal Impact Resistant

ARMORREZ

TM

Troweled epoxy mortar and epoxy slurry broadcast systems have long been used in heavy traffic areas where
moisture and thermal shock is not an issue. These durable and chemical resistant solutions can be customized
to fit the environmental and budgetary needs for traffic aisles, dry production, packaging, locker rooms and
storage areas.

RECOMMENDED ARMOR-REZ SYSTEMS

COMPLIANCE & PERFORMANCE

ARMOR-REZ HD

ARMOR-REZ SL-B 625

Armor-Rez HD is a heavy-duty,. three-component, high-performance troweled epoxy
mortar system consisting of a low-viscosity
epoxy resin combined with a proprietary
blend of graded aggregates. It’s installed at
1/8 to ¼-inch thickness, and it can be sealed
with a variety of topcoats specific to environmental demands. It cures to an impact-resistant flooring system with good abrasion and
chemical resistance.

Armor-Rez SL-B 625 is a chemical-resistant,
high-build slurry broadcast system consisting of a two-component epoxy primer, twocomponent epoxy slurry and a two-component chemical resistant epoxy topcoat.

Armor-Rez HD is engineered for areas of
heavy traffic, exposure to impact and abrasion and for chemical resistance.

Armor-Rez SLB 625 offers slip and impact
resistant floors with excellent chemical and
abrasion resistance, ideal for floors that are
moderately deteriorated. Low-odor and
low-VOC formulations are available.

Troweled epoxy mortar systems are
excellent solutions where heavy traffic,
increased impact and abrasion, and
chemical exposures are present.These
highly durable systems are typically
installed at 1/8th -3/8ths inches thick.
Our Armor-Rez slurry broadcast
systems combine 100% solids epoxy
and graded silica aggregate to achieve
a high-density overlay with outstanding resistance to impact and abrasion.
These systems may be applied from
1/16 - 1/4 inch thick, depending on
service conditions. The texture of our
APF slurry broadcast floors can be
varied from a nearly smooth “orange
peel” surface to aggressively slipresistant for wet areas.
Armor-Rez HD and Armo-Rez SL-B 625
feature the following attributes:
LOW VOC
LOW ODOR

LOW VOC
LOW ODOR

Low VOC & Low Odor
LEED Compliant
Abrasion Resistant
Chemical Resistant
High Traffic

Our high performance, Sani-Wall seamless wall coating systems are perfect for food and beverage processing and
production areas. They provide a sanitary, easy-to-clean, moisture-resistant surface for walls and ceilings and are
available in a high-gloss finish in a range of 17 colors.

RECOMMENDED SANI-WALL SEAMLESS WALL COATING SYSTEMS

SANI-WALL

SANI-WALL FGR

Sani-Wall is a high-performance wall coating
system that provides a seamless, high gloss,
durable and easy-to-clean wall surface. It’s
applied at 12 to 20 mils film thickness and is
offered in a variety of topcoats depending on
the performance needs.

Sani-Wall FGR is a high-performance wall
coating reinforced with fiber glass. It provides a seamless, high-gloss, durable, impact-resistant and easy-to-clean surface. It’s
typically installed at 25 to 35 mils dry film
thickness, offering a variety of topcoats depending on the application.

Sani-Wall is designed for various institutional
and industrial applications, including pharmaceutical, medical and healthcare facilities,
food and beverage processing areas, commercial kitchens and correctional facilities.

Sani-FGR is designed for various institutional
and industrial applications, including pharmaceutical, medical and healthcare facilities,
food and beverage processing areas, commercial kitchens and correctional facilities.

COMPLIANCE & PERFORMANCE

APF’s Sani-Wall seamless wall
coatings offer a durable, sanitary
and attractive finish for walls and
ceilings in food and beverage processing facilities. When combined
with fiberglass reinforcement, they
produce a water, impact and crackresistant coating for drywall.
APF’s Sani-Wall systems feature
the following attributes:
LOW VOC
LOW ODOR

Low VOC & Low Odor
LEED Compliant
Abrasion Resistant
Chemical Resistant

ARIZONA POLYMER FLOORING
HIGH PERFORMANCE CONCRETE COATING SYSTEMS
4565 W Watkins St,
Phoenix, AZ 85043.
Ph: 623.435.2277 OR
1.800.562.4921 . Fx: 623.435.8585 .
www.apfepoxy.com

